REFER TO DRAWING A-601 FOR METAL WORK AT GUTTERS
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MUTULE SURROUND TRIM IS TO BE REMOVED AS PART OF
MUTULE RESTORATIONS.

NOTE: ALL PAINT TO BE STRIPPED
FROM ALL WOOD COMPONENTS
WITHIN SCOPE OF WORK. CHEMICAL
STRIPPERS ONLY - NO MECHANICAL
REMOVAL METHODS ALLOWED.
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REPAIR SCOPE A, TO BE RESTORED BUT NOT SCHEDULED

(28) GUTTAE PER MUTULE, £7/8"
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FOR SCOPE.
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NOTE:

THE SCOPE OF THE WORK INCLUDES REMOVAL OF ALL PAINT ON ALL SURFACES WITHIN WORK AREAS & ITEMS REQUIRING
WORK. THIS INCLUDES BUT IS NOT LIMITED TO ALL WOODWORK FROM THE ROOF EAVE UP, INCLUDING THE TIN SIDING AT
THE BASE OF THE CUPOLA. REFER TO ALL WORK SCOPE DRAWINGS FOR SPECIFIC REQUIRED WORK ITEMS - IN AN EFFORT
TO LIMIT LEAD-CONTAINING DUST, WHERE PAINT REQUIRES REMOVAL, STRIP USING ONLY CHEMICAL STRIPPER METHODS,
OR REMOVE ITEM OFF-SITE FOR RESTORATION AND PAINT REMOVAL BY ACCEPTABLE MEANS. IT IS NOT ACCEPTABLE TO
REMOVE PAINT USING MECHANICAL METHODS ON-SITE DUE TO THE CONCERN FOR AIRBORNE LEAD.
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= EAVES TO BE REMOVED FOR WORK. REFER TO SCHEDULE
ﬁ FO REPAIRS FOR SPECIFIC SCOPE OF WORK. REINSTALL
s AFTER RESTORATION.
g (MUTULES 'ON THE SLOPE' AT PEDIMENTS ARE TO REMAIN.
STRIP AND PAINT WITH OTHER WOODWORK AND PLASTER
AT PEDIMENTS. REFER TO EXTERIOR ELEVATIONS).
STRIP ALL PAINT FROM ALL WOODWORK WITHIN WORK
AREA. AT EAVES WORK AREA INCLUDES ALL SOFFITS,
o T TRIMS AND MUTULES FROM THE BRICK TO THE LEADING
4 EDGE OF THE GUTTERS. CHEMICAL STRIPPING ONLY - NO
MECHANICAL STRIPPING ALLOWED.
REPAIR SCOPE: SCOPE NOTES:
SCHEDULE OF REPAIRS-MUTULES | & rwuruess NOT SCHEDULED FOR REPAIRS INSCHEDULE, |1, REPLACE MISSING GUTTAE).
REFER TO DRAWING 1/A-202 FOR QUANTITIES AND LOCATIONS OF MUTULES. O a T THE MUTULE il %fgm'\(")w::gﬁf&%‘g’g
MUTULE MUTULE MUTULE o REMOVE GUTTAE & OTHER FASTENENRS AND REPLACE 2. PROVIDE MINOR SURFACE
4 SCOPE NOTES 4 SCOPE NOTES P SCOPE NOTES WITH STAINLESS STEEL WOOD SCREWS CONSOLIDATION REPAIR TO
_ o RESET & TIGHTEN ALL JOINTS MUTULE AND MUTULE TRIM
M5 |2 M67 12,4 M0 | 1:(1).2 « PRIME (INCLUDING BACK PRIME), PAINT ALL SURFACES. COMPONENTS.
M6 2 Ms8 |2 Mot |2  REINSTALL. 3. PROVIDE MAJOR CONSOLIDATION
RE M5 |2 MI3 |24 REPAIR TO FRAME, TRIMS AND
M36 |2 M60 | 1(1),2 Mo4 |2 B. IF MUTULE IS SCHEDULED FOR REPAIRS IN SCHEDULE: GUTTAE.
M7 |2 M61T | 2,4 M227 |4 HISTORIC WOOD RESTORATION: SEE SCOPENOTESFOR | 4.  RE-SECURE AND REASSEMBLE
Mas |2 MET | 1:(1),2 M229 |4 SPECIFIC SCOPE. REPLACE MISSING COMPONENTS. STRIP EVIDENT LOOSE AND SEPARATING
R TTEEE M2z 132 ALL PAINT DOWN TO SOLID WOOD. RESTORE MUTULE BY COMPONENTS.
w0 2 TR Vo35 134 CONSOLIDATION - REMOVE DETERIORATED WOOD DOWNTO | 5. REPAIR NICK IN FACE OF FRAME
TR s T3 Mo T34 SOLID SURFACE. REPAIR DETERIORATED COMPONENTS - WITH EPOXY FILLER.
' : PATCH & REPAIR DECAYED WOOD W/ EPOXY CONSOLIDANT | SEE PHOTOS DRAWING 4/A-202 FOR
Mo4 |24 M76 14 M244 |2 & REPAIR COMPOUND. RE-ASSEMBLE SEPARATING REPRESENTATIVE SCOPE.
MS6 |24 M89 |2 M254 | 1:(1) COMPONENTS. PRIME (INCLUDING BACK PRIME), PAINT ALL
SURFACES AND REINSTALL.
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